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WEATHERVANES
stamped cockerels in catalogue

22422333

41542336

Ref. Breadth ø of ball
in cm in cm Type A Type B Type C Type D

2242 40 – yes yes yes no
gothic 50 – yes yes yes no

weathercocks 60 – yes yes yes no
70 – no no no yes
90 – no no no yes

2333 40 ø 12 yes yes yes no
feet-and-ball 55 ø 16 yes yes yes no
French cock 70 ø 25 no no no yes

97 ø 30 no no no yes

2336 40 – yes yes yes no
French cock 55 – yes yes yes no

70 – no no no yes
97 – no no no yes

4154 40 – yes yes yes no
gothic 50 – yes yes yes no

weathercocks 60 – yes yes yes no
70 – no no no yes

possible mount

Our cockerel models

can be mounted on

all types of rod.

Please supply the

diameter or taper.



WEATHERVANES
stamped cockerels

Types of mount

Weathercock mount  - Type A Weathercock mount - Type B

Weathercock mount  - Type C Weathercock mount  - Type D

Mounting on

non-protruding

rod with glass

ball.

Breadth of

cockerel < 70 cm

mounted on rod.

Please specify

the ø of the rod.

Mounted on

protruding rod

with one ball.

Breadth of

cockerel < 70 cm

mounted on a

rod with or

without lightning

rod.

Mounted on

protruding rod

with glass ball.

Breadth of

cockerel < 70 cm

mounted on ≥145

cm high finial.

Mounted on

protruding rod

with two balls.

Breadth of

cockerel < 70 cm

mounted on a

rod with or

without lightning

rod.

Please specify

the ø of the rod.

Please specify

the ø of the rod.

Please specify

the ø of the rod.

N.B.: stamped cockerels are mounted only on 145 cm high finials.



WEATHERVANES
stamped in catalogue

Ref. Breadth ø of the ball
in cm in cm

2211 55 –

2280 25 ø 100
40 ø 120

2547 75 –

2609 55 –

2650 69 –

4159 35 ø 120

4161 55 –4161

2280

2547 2609

41592650

N.B.: The pigeon

model does not

work well as a

weathervane.

2211

In this range of stamped

weathervanes we offer

the following models:

Chimera, pigeon, ox, lion

and horse. They are

available in natural zinc

and in copper.



CATALOGUE LISTED COMPOSITIONS

Ref. Height Diameter Breadth Diameter aprox. 
in cm of rod of design of ball height

Base Height Top in mm in cm or biggest of gable 
repoussé in mm in m

3480 240 ø 200 280 ø 148 30 55 ø 258 15 à 20

4126 320 315 x 315 480 ø 168 30 55 ø 345 15 à 20

Base in mm

3480

Reference 3480 composed of : 

n Finial specific to this composition.

n Cardinal points specific to this

composition

n Chimera weathervane ref. 2211.

Reference 4126 composed of : 

n Finial specific to this

composition

n Cardinal points specific to this

composition

n Chimera weathervane ref. 4161.

4126



CATALOGUE LISTED COMPOSITIONS

Reference 4055 composed of : 

n Finial ref. 4064

n Cardinal points ref. 2969

n Pennant weathervane ref. 2947

Reference 4090 composed of : 

n Finial ref. 4063

n Cardinal points specific to this

composition

n Arrow weathervane ref. 2944

4055

4090

Ref. Height Diameter Breadth Diameter Aprox.
in cm of rod of design of ball height 

Base Height Top in mm in cm or biggest of gable 
repoussé in mm in m

3440 100 125 x 125 180 ø 72 18 40 ø 127 6 à 10
150 175 x 175 260 ø 100 18 40 ø 172 12 à 15
200 240 x 240 350 ø 138 30 40 ø 252 15 à 20

4055 155 245 x 245 280 ø 90 18 55 ø 187 12 à 15

4090 120 160 x 160 250 ø 81 18 40 ø 172 10 à 15

4218 120 160 x 160 250 ø 81 18 55 ø 172 10 à 15

3440

Reference 3440 composed of : 

n Finial ref. 3701

n Cardinal points ref. 2971

n Pennant weathervane ref. 2950

Base in mm



CATALOGUE LISTED COMPOSITIONS

Selection guide

The table opposite allows

selection of cardinal points

and weathervanes in the

correct proportions.

Height Height Breadth Breadth Breadth Breadth Breadth Breadth

(m) (cm) (cm) (cm) (cm) (cm) (cm) (cm)

5 à 9 90 40 à 50 40 40

6 à 10 100 50 40 < 55 40

7 à 12 115 50 50 > 55 45 40

10 à 15 120 50 50 > 55 45 > 55 40 à 50

12 à 15 150 60 60 > 55 45 > 55 50 à 55

12 à 18 175 60 60 > 55 45 > 55 50 à 55

15 à 20 220 60 > 55 > 55 50 à 55

15 à 20 340 60 > 55 > 55 50 à 55
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Référence 4218 composed of : 

n Finial ref. 4063

n Cardinal points specific to this

composition

n Arrow weathervane ref. 2948.4218


